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BOLLARD SELECTION
S PART HEIGHT
@8%" 3 D12 8 SELECTION NUMBER (H) MATERIAL
O.D. X4 FB4D0842-S 472"
FB6D0836-S 36"
FB6D0842-S | 42" | S10%9
FBCD0836-S 36" CARBON
FBCDO0842-S 42" STEEL
@ 8||
TANGENT LINES
SHOWN FOR CLARITY
) Y
#4 CIRCUMFERENTIAL
BRUSHED FINISH
(SS ONLY)
H
#4 CIRCUMFERENTIAL
BRUSHED FINISH. TOP &
OUTSIDE EDGE
(SS ONLY)
Y
NOTES w45k | BABRIER e
1. NCN-RATED BOLLARD SHOWN CHECkeDBY | J.HU.  [12/18/2019 s s =sommsne (678) 915-2080
2. NO HARDWARE INCLUDED P BOME TOP SURFACE MOUNT
3. FOR CARBON STEEL - ZINC RICH PRIME STANDARD FINISH. GALVANIZE OR PROPRIETARY AND CONFIDENTIAL BOLLARD
POWDERCOAT OPTIONS AVAILABLE DRAWING 1§ THE SOLE PROPERTY OF stiaw | REV. [TEMNO:
4. FOR STAINLESS STEEL - OPTIONAL UPGRADE TO #6 BRUSHED FINISH ANY REPRODUCTION IN PART O AS A SEE SELECTOR
AVAILABLE | "SRR | — o
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