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NOMINAL 
PIPE SIZE

CLOSE 
LENGTH CLOSE 1 1/2 2 2 1/2 3 3 1/2 4 4 1/2

1/8 3/4 1.2 2.6 3.6 4.8 5.8 6.8 7.8 8.6

1/4 7/8 2.5 4.4 6.0 7.6 9.2 10.2 13.0 14.0

3/8 1 3.4 6.0 7.8 10.0 12.2 15.0 17.6 19.6

1/2 1 1/8 5.6 8.0 11.6 14.8 18.2 21.6 25.2 28.6

3/4 1 3/8 9.6 11.2 15.8 19.8 24.2 28.8 32.0 38.0

1 1 1/2 14.8 - 22.0 25.2 35.6 39.6 47.0 52.6

1 1/4 1 5/8 22.5 - 32.0 40.0 48.5 60.0 61.5 71.5

1 1/2 1 3/4 29.5 - 32.0 46.5 56.0 68.0 79.5 91.0

2 2 40.0 - - 61.5 71.0 93.0 107.0 122.5

2 1/2 2 1/2 73.0 - - - 95.0 135.0 145.0 179.5

3 2 5/8 119.0 - - - 148.5 167.5 206.0 237.5

4 2 7/8 194.4 - - - 200.0 - 298.8 362.5

NOMINAL 
PIPE SIZE 5 5 1/2 6 7 8 9 10 11 12

1/8 10.6 11.2 12.0 14.6 16.4 18.9 20.6 22.4 24.6

1/4 15.4 18.0 20.2 22.4 26.8 29.8 35.2 38.4 42.0

3/8 22.2 23.0 26.4 32.4 35.0 39.2 47.6 50.6 51.8

1/2 31.6 35.8 38.6 47.4 52.0 59.0 66.2 73.4 79.8

3/4 42.6 46.6 52.4 64.5 72.5 81.5 91.0 99.0 109.0

1 62.4 66.0 77.4 88.5 100.5 115.0 128.0 150.0 154.5

1 1/4 80.5 94.0 97.0 117.0 139.0 171.0 201.0 221.1 230.0

1 1/2 99.5 109.5 127.0 137.0 165.0 197.0 207.0 233.0 243.0

2 137.0 155.0 166.5 194.6 220.0 260.0 290.0 319.0 346.0

2 1/2 204.0 216.0 237.5 285.0 315.0 354.6 405.0 445.5 510.0

3 267.0 295.0 317.0 396.6 450.0 505.0 595.0 600.0 680.0

4 367.5 452.5 443.8 505.0 595.0 700.0 755.0 830.5 925.0

STANDARD NIPPLE WEIGHT (LBS) CWT - MULTIPLY BY 1.3 FOR XH

STANDARD NIPPLE WEIGHT (LBS) CWT - MULTIPLY BY 1.3 FOR XH
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